
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 
 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

INMATEH - 

Vol. 52, No.2 / 2017 e: ISSN 2068 – 2239 

p: ISSN 2068 – 4215 

 

 

MAY - AUGUST 



Vol. 52, No.2 / 2017  INMATEH –

 

 

 

 
 



 

INMA






 

ICAR 

 

ICAR

ICARGHEORGHE IONESCU ŞIŞEŞTI

 ICMA



 

ICSITMUAMICM,ICMA

MAAICPMA MICM;

 

INMAG.DICSITMUA, 

G.D  . G.D

 INMA

G.DANCS




SCIENTIFIC PAPERS (INMATEH), ISSN 

1583 – 1019.  

INMATEH - , 

 (ISSN 2068 - 4215), (ISSN  2068 - 2239). 



CNCSISAGRICULTURAL 

ENGINEERING: calq









INMATEH - 




 







Vol. 49, No.2 /2016  INMATEH –

 

 

Managing Editorial Board - INMA Bucharest
 

Editor in Chief 

VLADUT Nicolae-Valentin  

General Manager, Ph.D.Eng, SR I 

 
Executive Editor 

 

POPA Lucreţia 

Ph.D.Eng, SR I 

Assistant Editor 

 

CIOICA Nicolae 

Ph.D.Eng, IDT II 

Logistic support, database 

 

MURARU Virgil, Ph.D.Eng, SR I 

ŢICU  Tania, techn. 

 

Scientific Secretary 

Cârdei Petre, math. 

Official translators 

RADU Daniela-Cristina, Prof.English, French 

 

E-mail:  inmatehjournal@gmail.com 

 

Editorial Board 

 Acad. HERA Cristian - Romania, Honorary President of 
ASAS - Academy of Agricultural and Forestry 
Sciences"Gheorghe Ionescu Şişeşti", member of Romanian 
Academy; 

 Acad. Prof. Ph.D. SIN Gheorghe - Romania, President of 
ASAS - Academy of Agricultural and Forestry Sciences 
"Gheorghe Ionescu Şişeşti"; 

 Prof.Ph.D. NICOLESCU I. Mihai - Romania, Vicepresidentof 
ASAS - Academy of Agricultural and Forestry Sciences 
"Gheorghe Ionescu Şişeşti"; 

 Hon.Prof.Ph.D.Eng. GÂNGU Vergil - Romania,President 
ofthe Department of Agricultural Mechanization of 
ASAS - Academy of Agricultural and Forestry Sciences 
"Gheorghe Ionescu Şişeşti"; 

 Ph.D. Eng. NICOLESCU C. Mihai - Romania, 
ScientificGeneral Secretary of the ASAS-Academy of 
Agricultural and Forestry Sciences "Gheorghe Ionescu 
Şişeşti"; 

 Assoc.Prof. Ph.D. Eng. BELC Nastasia - Romania, IBA 
Bucharest; 

 Ph.D. Eng. BUŢU Alina - Romania, INSB Bucharest; 
 Prof. Ph.D. Eng. PARASCHIV Gigel - Romania, P.U. 

Bucharest; 
 Prof. Ph.D.Eng. BIRIŞ Sorin - Romania, P.U. Bucharest; 
 Prof. Ph.D. Eng. NICULIŢĂ Petru - Romania, USAMV 

Bucharest; 
 Prof. Ph.D. Eng. VLASE Sorin - Romania, “Transilvania” 

University Braşov; 
 Prof. Ph.D. Eng. ROŞ Victor - Romania,Technical 

University Cluj Napoca; 
 Prof. Ph.D. Eng. FILIP Nicolae - Romania, Technical 

University Cluj Napoca; 
 Prof. PhD. Eng. VOICU Gheorghe - Romania, P.U. Bucharest; 
 Prof. PhD. Eng. GERGEN Iosif -Romania,USAMVB 

Timişoara; 

 Prof. Ph.D. Eng. ŢENU Ioan - Romania, USAMV Iaşi; 
 Assoc.Prof.Ph.D.Eng. BUNGESCU Sorin - Romania, 

USAMVB Timişoara; 
 Prof. Ph.D.Eng. FENYVESILászló - Hungary, Hungarian 

Institute of Agricultural Engineering Godolo; 
 Prof.Ph.D.Eng. KOSUTIC Silvio - Croatia, University of 

Zagreb; 
 Ph.D. BIOCCA Marcello - Italy Agricultural Research 

Council, Agricultural Engineering Research Unit; 
 Prof.Ph.D.Eng. MIHAILOV Nikolay - Bulgaria, 

University of Rousse; 
 Assoc.Prof. Ph.D.Eng. ATANASOV At. - Bulgaria, 

University of Rousse; 
 Assoc.Prof. Ph.D. ERTEKINCan - Turkey, Akdeniz 

University Antalia; 
 Prof. Ph.D.Sc. Eng. VARTUKAPTEINIS Kaspars - 

Latvia, Latvia University of Agriculture, Institute of 
Agricultural Machinery; 

 ir. HUYGHEBAERT Bruno - Belgium, Walloon 
Agricultural Research Center CRA-W; 

 Prof. Ph.D. Eng. FABBRO Dal Inacio Maria - 
Brazil, Campinas State University; 

 Prof. PhD. Eng. DE WRACHIEN Daniele - Italy, 
State University of Milan; 

 Prof. PhD.Guanxin YAO- P.R.China,Along 
Agriculture R&DTechnology and Management 
ConsultingCo., Ltd; 

 Prof. PhD. Eng. GONZÁLEZ Omar - Republic of 
Cuba,Central University "Marta Abreu" de las Villas; 

 Assist. Prof.Dr. KABAŞ Önder –Turkey, Akdeniz 
University. 

 Asist.Prof.Dr. SELVİ Kemal Çağatay - Turkey, 

Ondokuz Mayıs University. 
 

 

In the present, INMATEH - Agricultural Engineering journal is indexed in the next international databases: 

ULRICHS Web: Global Serials Directory, CABI, SCIPIO, ELSEVIER /SciVerse SCOPUS, Index COPERNICUS International, 

EBSCO Publishing, Elektronische Zeitschriftenbibliothek 

 
INMATEH - Agricultural Engineering 

vol. 52, no.2/ 2017 
NATIONAL INSTITUTE OF RESEARCH-DEVELOPMENT FOR 

MACHINES AND INSTALLATIONS DESIGNED TO 
AGRICULTURE AND FOOD INDUSTRY - INMA Bucharest 

 

6 Ion Ionescu de la Brad Blvd., sector 1, Bucharest 
 

Three issues per year, 
eISSN: 2068 – 2239 
pISSN: 2068 – 4215 
 

Edited by: INMA Bucharest 

Copyright: INMA Bucharest / Romania 

 

mailto:inmatehjournal@gmail.com
http://www.info.sciverse.com/scopus


Vol.52, No.2 /2017       INMATEH –

 

3 
 

 

 

CONTENT 

 
Pag. 

1.  INFLUENCE OF EQUAL-AREA PROJECTION OF THE CYLINDER DRUM’S CROSS-SECTION 

HEIGHT ON THE DESCRIPTION ACCURACY OF ITS OVERCOMING THE AIR RESISTANCE 

FORCE / 

ВПЛИВ ЕКВІВАЛЕНТНОЇ ПРОЕКЦІЇ ВИСОТИ ПЕРЕТИНУ БАРАБАНА НА ТОЧНІСТЬ ОПИСУ 

ПОДОЛАННЯ НИМ СИЛИ ОПОРУ ПОВІТРЯ 

Lect.Ph.D.Eng. Bohatyrov D.V., Doctor of Technical Sciences, Professor Salo V.М., 

Lect.Ph.D.Eng. Kyslun О.А., Lect. Ph.D. Eng. Skrynnik I.O., Asst.Ph.D. Stud. Eng. Kisilov R.V. 
 

Kirovohrad National Technical University / Ukraine 

7 

 

2.  THEORETICAL GROUNDING OF SEEDS VALVE OPENER SETTINGS  

FOR SUBSOIL-SPREADING SOWING METHOD / 

ТЕОРЕТИЧНЕ ОБҐРУНТУВАННЯ ПАРАМЕТРІВ РОЗПОДІЛЬНИКА НАСІННЯ СОШНИКА ДЛЯ 

ПІДҐРУНТОВО-РОЗКИДНОГО СПОСОБУ СІВБИ  

Ph.D. Eng. Zayets M., Ph.D. Eng. Sukmaniuk E, Ph.D. Eng. Grudovyi R. 

Zhytomyr National Agroecological University / Ukraine 

13 

 

3.  GEOSTATISTICAL APPROACH TO DETERMINE THE EFFECTS OF DIFFERENT SOIL TILLAGE 
METHODS ON PENETRATION RESISTANCE IN A CLAYEY SOIL / 

KİLLİ TOPRAKTA FARKLI TOPRAK İŞLEME YÖNTEMLERİNİN PENETRASYON DİRENCİNE 
ETKİSİNİN BELİRLENMESİ İÇİN JEOİSTATİSTİKSEL BİR YAKLAŞIM 

Assist.Prof.Dr. Selvi K.Ç.
*1)

, Assoc.Prof.Dr.Sağlam M
2)
, Prof.Dr.Dengiz O

2)
 

1)
Department of Agriculture Machinery and Technologies Engineering, Faculty of Agriculture, 

OndokuzMayıs University, Atakum, Samsun / Turkey; 
2) 

Dep. of Soil Science and Plant Nutrition, Faculty of Agriculture, OndokuzMayıs University, Samsun / Turkey 

19 

4.  THE RESEARCH CONCEPT ON THE WEEDING PROCESS  

AND THE CONTACT ACTION MACHINES / 

ФОРМУВАННЯ КОНЦЕПЦІЇ ДОСЛІДЖЕННЯ ПРОЦЕСУ ЗНИЩЕННЯ БУР’ЯНІВ  

І МАШИНИ КОНТАКТНОГО СПОСОБУ ДІЇ 

Ph.D. Eng. Bundza O.Z. 
1)
, Prof. Ph.D. Eng. Nalobina О.O.

 1)
, Assoc.Prof. Ph.D. Eng. Nikitin V.G.

 1)
,  

Ph.D. Eng. Tkachuk O.L.
 2) 

1)
 National University of Water Management and Nature Resources Use, Rivne / Ukraine  

2)
 Lutsk National Technical University, Lutsk / Ukraine 

27 

5.  GROUNDING OF CONSTRUCTION PARAMETERS OF PSEUDOFLUIDIZED LAYER DRYER 

WORKING CHAMBER / 

ОБОСНОВАНИЕ КОНСТРУКТИВНЫХ ПАРАМЕТРОВ РАБОЧЕЙ КАМЕРЫ СУШИЛКИ 

ПСЕВДООЖИЖЕННОГО СЛОЯ 

Prof. PhD. Eng.Sc. Kuznetsov Y.A., Assoc. Prof. D.Eng.Sc. Volzhentsev А.V., 

Prof. PhD. Eng.Sc. Kolomeichenko А.V., Prof. PhD. Eng.Sc. Kalashnikova L.V. 

Orel State Agrarian University named after N.V. Parakhin / Russia 

33 

6.  DESIGN AND PERFORMANCE TEST OF THE HALF-FED AND SELF-PROPELLED GARLIC 

HARVESTER /  

半喂入自走式大蒜收获机的设计及性能测试 

Ph.D. Eng. LÜ Xiaolian*
1)
, Prof. Ph.D. Eng. HU Zhichao

2)
, Prof. Ph.D. Eng. LÜ Xiaorong

3)
,  

Prof. Eng. PENG Baoliang
2)
 

1) 
Chuzhou University, College of Machinery and Automotive Engineering / China;   

2) 
Nanjing Research Institute for Agricultural Mechanization Ministry of Agriculture / China; 

3) 
Sichuan Agricultural University, College of Machinery & Electronics / China 

39 

 

7.  A PRAGMATIC METHODOLOGY TO ESTIMATE HOURLY ENERGY DEMAND PROFILE OF A 

CASE STUDIED DAIRY FARM; PRIMARY STEP TOWARD PV APPLICATION / 

: یک روش عملی برای تخمین پروفیل ساعتی برق مصرفی در یک گاوداری گاو شیری مورد مطالعه  

 گام نخستین در بکار گیری برق فتوولتاییک

Ph.D. Stud. Eng.Sarnavi H.J.
1)
, Assoc.Prof.Ph.D. Eng. Nikbakht A.M.

1)
, Assoc.Prof.Ph.D. Eng. Hasanpour 

A.
1)
, Assoc.Prof.Ph.D. Eng. Shahbazi F.

2)
, Assoc.Prof.Ph.D. Eng. Aste N.

3)
,  

Assoc.Prof. Ph.D. Eng. Adhikari R.S.
3)
 

1)
Department of Mechanical Engineering of Biosystems, Urmia University / Iran, 

2)
Department of Mechanical Engineering of Biosystems, Lorestan University / Iran, 

3)
Dep. of Architecture, Built Environment and Construction Engineering, Politecnico di Milano University / Italy 

47 



Vol.52, No.2 /2017       INMATEH –

 

4 
 

 

Pag. 

8.  RESEARCH ON THE DYNAMICS OF SAPROPEL UNLOADING FROM  

A CABLE INSTALLATION BUCKET / 

ДОСЛІДЖЕННЯ ДИНАМІКИ РОЗВАНТАЖЕННЯ САПРОПЕЛЮ ІЗ КОВША КАНАТНОЇ 

УСТАНОВКИ 

Prof. Ph.D. Eng. Hevko B.M., Lect. Ph.D. Eng.  Diachun A.Y., Lect. Ph.D. Eng. Dzyura V.O.,  

Lect. Ph.D. Eng. Skyba O.P., Mel’nychuk S.L.  

Ternopil Ivan Pul’uj National Technical University, Ruska Str., 56, Ternopil, Ukraine 

55 

9.  STUDY OF THE PRESSURE REGULATOR WORK WITH A SPRING-DAMPER SYSTEM APPLIED 

TO MILKING MACHINE / 

ДОСЛІДЖЕННЯ РОБОТИ РЕГУЛЯТОРА ТИСКУ З ПРУЖИННО-ДЕМПФЕРНОЮ СИСТЕМОЮ 

СТОСОВНО ДО ДОЇЛЬНИХ УСТАНОВОК 

Assoc. Prof., Dr.Sc.Eng. Dmytriv V.T.
*1)

, Lect. Ph.D.Eng. Dmytriv I.V.
1)
, Lect. Ph.D.Eng. Lavryk Y.M.

1)
,
 

Postgraduate Krasnytsia B.
1)
, Assoc. prof., Dr.Sc.Eng. Bubela T.Z.

2)
,  Prof., Dr.Sc.Eng. Yatsuk V.O.

2)
  

1) 
Lviv National Agrarian University, Faculty of Mechanic and Power Engineering, Lviv-Dubliany / Ukraine 

2) 
Lviv Polytechnic National University, Department of Metrology, Standardization and Certification, Lviv / Ukraine 

61 

 

10.  KINETIC FEATURES OF VIBRATING AND FILTRATION DEWATERING OF FRESH-PEELED 

PUMPKIN SEEDS / 

ОСОБЛИВОСТІ КІНЕТИКИ ВІБРАЦІЙНО-ФІЛЬТРАЦІЙНОГО ЗНЕВОДНЕННЯ СВІЖЕОЧИЩЕНОГО 

НАСІННЯ ГАРБУЗА 

Ph.D. Tsurkan O.V.
 1)

, Eng. Gerasimov O.O.
1)
, Ph.D. Polyevoda Y.A.

1)
, Ph.D. Tverdokhlib I.V.

1)
, 

Ph.D. Rimar T.I.
2)
, Ph.D. Stanislavchuk O.V.

3) 

1)
Vinnitsa National Agrarian University / Ukraine; 

2)
National University "Lviv Polytechniс" / Ukraine, 

 
3)
Lviv State University of Life Safety / Ukraine 

69 

 

11.  RESEARCH ON REVERSIBLE HEAT PUMP INSTALLATION FOR GREENHOUSE HEATING / 

ИЗСЛЕДВАНЕ НА РЕВЕРСИВНА ТЕРМОПОМПЕНА ИНСТАЛАЦИЯ ЗА ОТОПЛЕНИЕ НА 

ОРАНЖЕРИИ 

Lecturer Ph.D. Eng. Kolev Z. D.
1)
, Lecturer Ph.D. Eng. Kadirova S. Y.

*2)
, Student Nenov T. R.

3)
 

1)
 Rousse University “Angel Kunchev”, Agrarian – Industrial Faculty / Bulgaria 

2)
 Rousse University “Angel Kunchev”, Faculty of Electrical Engineering, Electronics and Automation / Bulgaria 

3)
 Rousse University “Angel Kunchev”, Faculty of Electrical Engineering, Electronics and Automation / Bulgaria 

77 

12.  MODELLING THE WORK OF CLOSED SYSTEM OF HEATING  
AND VENTILATION OF GREENHOUSES / 

МОДЕЛЮВАННЯ РОБОТИ ЗАМКНУТОЇ СИСТЕМИ ОПАЛЕННЯ І ВЕНТИЛЯЦІЇ ТЕПЛИЦЬ 
Doctor of Engineering Science Golub G.A.

1)
, Ph.D. Eng. Kepko O.I.

2) 

1)
National University of Life and Environmental Sciences of Ukraine, Kyiv / Ukraine,  

2) 
Uman National University of Horticulture, Uman', Ukraine 

85 

 

13.  STRUCTURAL OPTIMIZATION OF A HANDHELD TILLER HANDRAIL  

BY VIBRATION MODAL ANALYSIS / 

基于振动模态分析的微耕机扶手架结构优化 

Ph.D. Niu P.
1)
, Prof. Yang M.J.*

1)
, Prof. Chen J.

1)
, Ph.D. Yang L.

1)
, Prof. Xie S.Y.

1)
, Prof. Chen X.B.*

2)
 

1)
 Southwest University, College of Engineering and Technology, Chongqing Key Laboratory of Agricultural 

Equipment for Hilly and Mountainous Regions / P. R. China; 
2)
 Agricultural Machinery Quality Control and Inspection Technology Centre, Nanjing Research Institute for 

Agricultural Mechanization Ministry of Agriculture / P. R. China 

91 

 

14.  A THEORETICAL RESEARCH OF THE GRAIN MILLING TECHNOLOGICAL PROCESS FOR 

ROLLER MILLS WITH TWO DEGREES OF FREEDOM / 

ТЕОРЕТИЧНЕ ДОСЛІДЖЕННЯ ТЕХНОЛОГІЧНОГО ПРОЦЕСУ ПОДРІБНЕННЯ ЗЕРНА У 

ВАЛЬЦЕВИХ СТАНКАХ З ДВОМА СТУПЕНЯМИ ВІЛЬНОСТІ 

Prof.PhD.Eng. Bulgakov V.
1)
, Prof.PhD.Eng.Holovach I.

1)
, Prof.PhD. Eng. Bandura V.

2)
, PhD.Eng. Ivanovs S.

3)
 

1)
National University of Life and Environmental Sciences / Ukraine,  

2)
Vinnytsia National Agrarian University /Ukraine, 

3)
Latvia University of Agriculture / Latvia 

99 

 

15.  STUDY OF LONG HAUL TRUCK MOVEMENT ALONG THE CURVILINEAR TRAJECTORY WHILE 

STEERING A CARRYALL SEMI-TRAILER - CONTAINER BY BRAKING THE WHEELS OF ONE 

AXLE / 

ДОСЛІДЖЕННЯ РУХУ АВТОПОЇЗДА ПО КРИВОЛІНІЙНІЙ ТРАЄКТОРІЇ ПРИ УПРАВЛІННІ 

УНІВЕРСАЛЬНИМ НАПІВПРИЧІПОМ-КОНТЕЙНЕРОВОЗОМ ШЛЯХОМ ГАЛЬМУВАННЯ КОЛІС 

ОДНІЄЇ ОСІ 

Prof. Dr. Eng. Sakhno V.P.
1)
, Prof. Ph.D. Eng. Marchuk M.M.

 2)
, Lect. Ph.D. Eng. Marchuk R.M.

2)
. 

1)
 National Transport University, Suvorova Str., 1, Kiev / Ukraine 

2)
 National University of Water and Environmental Engineering, Rivne / Ukraine 

107 



Vol.52, No.2 /2017       INMATEH –

 

5 
 

 

Pag. 

16.  INFLUENCE OF ORGANIC OPERATION ENVIRONMENT ON CORROSION PROPERTIES OF 

METAL STRUCTURE MATERIALS OF VEHICLES / 

ВПЛИВ ОРГАНІЧНИХ РОБОЧИХ СЕРЕДОВИЩ НА КОРОЗІЙНІ ХАРАКТЕРИСТИКИ 

МАТЕРІАЛІВ МЕТАЛОКОНСТРУКЦІЙ ТРАНСПОРТНИХ ЗАСОБІВ  

Prof. Ph.D. Eng. Popovych P.V.
 1)

, Prof. Ph.D. Eng. Lyashuk O.L.
 1)

, Lect. Ph.D. Eng. Shevchuk O.S.
 1)

,  
Lect. Ph.D. Eng. Tson O.P.

 1)
, Lect. Ph.D. Eng. Poberezhna L.Ya.

 2)
, Bortnyk I. M.

 1)
 

1)
Ternopil Ivan Pul’uj National Technical University, Ternopil / Ukraine 

2)
Ivano-Frankivsk National Medical University, Ivano-Frankivsk / Ukraine 

113 

 

17.  QUERY ALGORITHM OF AGROMETEOROLOGICAL BIG DATA BASED  

ON DISTRIBUTED MATCHING / 

基于分布式匹配的农业气象大数据查询算法研究 

Assoc. Professor Liu X.C.*
1)
, Ph.D. Chen S.

2)
, Ph.D. Wen L.Y.

3)
 

1) 
Department of Information Engineering, Anhui Vocational and Technical College, Hefei/China; 

2)
 Institute of 

Intelligent Machines, Chinese Academy of Sciences, Hefei/China; 
3)
Department of Computer Science and 

Electrical Engineering, West Virginia University, Morgantown/USA 

119 

 

18.  A PRODUCTIVE POTENTIAL ESTIMATION OF FIVE GENOTYPES OF THE MISCANTHUS 

ANDERSS GENUS IN THE UKRAINIAN STEPPE ZONES CONDITIONS / 

ОЦІНКА ПРОДУКТИВНОГО ПОТЕНЦІАЛУ П’ЯТИ ГЕНОТИПІВ МІСКАНТУСУ ANDERSS 

GENUS В УМОВАХ  СТЕПОВОЇ ЗОНИ УКРАЇНИ 

Prof. Ph.D. Agri.Sci. Kharytonov M.
1)
, Dr. Ph.D. Biol.Sci.Martynova N.

1)
, Dr. Assoc. Prof. Ph.D. 

Biol.Sci.Sitnyk S.
1)
,
 
Dr. Assoc. Prof. Ph.D. Eng.Sci. Naumenko M.

 1), 
Prof. Ph.D. Biol.Sci. Pidlisnyuk V.

2)
,  

Assoc. Prof. Ph.D. Biol.Sci.Stefanovska T.
3)
, 

1)
 Dnipropetrovsk State Agrarian and Economic University, Dnipro / Ukraine 

2) 
Jan Evangelista Purkyne University in Ústí nad Labem, Ústí nad Labem / Czech Republic 

3) 
National University of Life & Environmental Sciences, Kiev / Ukraine 

129 

 

19.  SYNTHESIS OF SELF-CENTRING GRIPPERS / 

SINTEZA MECANISMELOR DE PREHENSIUNE AUTOCENTRANTE  
Prof. Ph.D. Eng. Moise V., Asoc.Prof. Ph.D.Eng.Tabǎrǎ I., Lect. Ph.D. Eng. Dudici C.L.,  

As. Ph.D. Stud. Eng. Bǎnicǎ E., As. Ph.D. Stud. Eng. Rotaru Al., Eng. Boureci Gh. A., Eng. Stroe I.
 

University Politehnica of Bucharest / Romania 

137 

20.  DETERMINATION OF RATIONAL OPERATING PARAMETERS FOR A VIBRATING DYSK-

TYPE GRINDER USED IN ETHANOL INDUSTRY 

ВИЗНАЧЕННЯ РАЦІОНАЛЬНИХ ЕКСПЛУАТАЦІЙНИХ ПАРАМЕТРІВ ВІБРОДИСКОВОЇ 

ДРОБАРКИ СПИРТОВОЇ ГАЛУЗІ 

Ph.D. Yanovich V.P., Assist. Kupchuk I.M. 

Vinnitsa National Agrarian University 

143 

 

 
 



Vol.52, No.2 /2017       INMATEH –

69 
 

 

KINETIC FEATURES OF VIBRATING AND FILTRATION DEWATERING OF FRESH-

PEELED PUMPKIN SEEDS 
/ 

ОСОБЛИВОСТІ КІНЕТИКИ ВІБРАЦІЙНО-ФІЛЬТРАЦІЙНОГО ЗНЕВОДНЕННЯ 

СВІЖЕОЧИЩЕНОГО НАСІННЯ ГАРБУЗА 
 

Ph.D. Tsurkan O.V.
 1)

, Eng. Gerasimov O.O.
1)

, Ph.D. Polyevoda Y.A.
1)

, Ph.D. Tverdokhlib I.V.
1)

, 

Ph.D. Rimar T.I.
2)

, Ph.D. Stanislavchuk O.V.
3) 

1)
Vinnitsa National Agrarian University / Ukraine; 

2)
National University "Lviv Polytechniс" / Ukraine, 

 
3)
Lviv State University of Life Safety / Ukraine 

Tel: +380672152088; E-mail: igor_tverdokhlib@yahoo.com 
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ABSTRACT  

Drying coefficients depending on the main process parameters of fresh-peeled pumpkin seeds (FPPS) 

vibration and combined dehydration and relative drying coefficient on the basis of the constructed graphic 

dependence are defined. Dependences for calculation of moisture and time of FPPS dewatering in the 

studied change range of drying process parameters are displayed.  

 

РЕЗЮМЕ  

Визначено коефіцієнти сушіння залежно від основних параметрів процесу вібраційно-

фільтраційного зневоднення свіжеочищеного насіння гарбуза (СОНГ) та відносний коефіцієнт 

сушіння на основі побудованої графічної залежності. Виведено залежності для розрахунку 

вологості та часу зневоднення СОНГ в досліджуваному діапазоні зміни параметрів процесу 

сушіння. 

 
INTRODUCTION 

At present stage of industry development technical and economic policy of conserving resources 

becomes increasingly important. It requires the implementation of new scientific ideas and technologies in 

production intensification. Following a strict regime of economy of raw materials, fuel and energy with 

simultaneous intensification technologies can be up to 75...85% increase in inputs. Drying, as a process, is 

the main production stage and most significantly affects its economic indexes (Rymar T., 2009), accounting 

for about 20% of total production costs (Poperechnyj A., 2007). 

It is known that high-intensity filtering dehydration is dispersed by drying and sheet material and has 

advantages over traditional methods of dehydration, such as: the availability period of the free moisture 

mechanical displacement; the use of thermal agent with low temperature capabilities; reducing costs of 

thermal energy in the process, increasing the speed of drying; improving the quality of drying materials, 

avoiding stage of cleaning agent heat (Mykychak B. et al, 2012). Significant prospects for improving the 

efficiency of dehydration of fresh-peeled pumpkin seeds (FPPS), as a subject to final sowing and food 

(pharmaceutical) demands is a combination of filtration and dewatering vibrating action, requiring an in-

depth theoretical and experimental study.   

Many authors (Hanyk Ya., 1992; Atamanjuk V., 2007; Stanislavchuk O., 2007) have devoted their 

papers to the investigation of heat and mass transfer process during drying of materials of different nature, 

while (Tsurkan O. et al, 2014) researched the process vibration filtration dehydration of FPPS, a paper 

based on experimental data and where is obtained basic analytical dependence describing the process 

hydrodynamics. In the work (Tsurkan O. et al, 2015), it is shown the time dependence of the critical speed 

and vibration-filtration dehydration, and proved dominant influence pressure drop and vertical oscillations of 

dehydration intensity of high damp fresh-peeled pumpkin seeds in the first drying period on the basic 

parameters of the process. Theoretical and experimental study of heat transfer processes during the 

second period of filtration, dispersed materials drying is considered in detail (Atamanjuk V. and     

Gumnytskyj Ya., 2009). Energy and technical, technological aspects of drying process intensification of 

high damp seeds, including pumpkin seeds, are covered in (Palamarchuk I. et al, 2016). 
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In the article, we generalize the vibration kinetics and combined dehydration of FPPS in the second 

period and set dependencies for calculating humidity and FPPS dehydration time in the test range changing 

process parameters, in particular, the ratio of vertical and horizontal components of the vibration amplitude 

at a vibration frequency f = 15 Hz revs of stirrer-cleaner n from 0 to 1.2 r/min, as auxiliary operating 

parameters, in the vibrating dryer (Palamarchuk I. et al, 2016).  

 

MATERIAL AND METHODS 

Based on own studies (Tsurkan O. et al, 2009) and the existing ones (Holubkovych A., 1986) we 

determined the type of relation of moisture and material and the corresponding interval limits of FPPS 

humidity, making it possible to justify the dehydration rational ways (table 1) and the corresponding 

constructive scheme of drying equipment (Pravdjuk N. et al, 2011). In general, the process of combined 

dehydration of FPPS, of the 1st class of cleaning seeds and surface layer (according to the classification 

given in (Holubkovych A., 1986), also depending on the type of material, and moisture relation based on 

moisture intervals (table 1) can be divided into two conditional periods. In the first period of FPPS 

dehydration, humidity changes in the range 44 – 52% as typical mechanical removal of moisture through 

the channels between seeds (BSC) – macro pore layer of FPPS and pre-slight warming of seeds. For the 

second period of combined dehydration of FPPS humidity changes within 44 – 38% as typical decreasing 

drying speed and kinetic curves depicted curved sections, the angle of which indicates a slowdown in the 

process of dehydration (Tsurkan O. et al, 2015). This can be explained by the fact that the amount of 

moisture, delayed both by adsorption forces (bridging, drip, wet point) and surface tension forces on the 

seeds surface, is gradually reducing, and the process of evaporation due to heat small seeds is quite slow.  

After removing moisture through BSC, the layer of FPPS still contains a significant amount of 

moisture that is delayed both by adsorption forces and due to the presence of blind channels from which 

moisture is replaced. In through BSC of complex form streams of drying agent turbilize, tear film of moisture 

in the form of small droplets of fog and render them out of material structure. 

To reach the humidity range of about 38% cohesive-adhesive properties of seed layer are weakened, 

and seed acquires discrete properties (table 1). 

Table 1 

Rational methods of FPPS dehydration depending on type of relationship between moisture and the material 

Type of moisture 
relation during 

dehydration 

The hydrodynamic 
characteristics of FPPS 

Rational way of dehydration The driving factors and 

the intensification of 

dehydration process 

Filtration 
dehydration 

Convection  
drying 

 
 
 

Capillary  
Wca =(52- 47)% 

Local drag reduction 
adjacent to vibrating 
surfaces of LFPPS 

Filtering 
displacement of 
moisture from 

cross-mating BSC 
"top-down" 

 
 
 
 
 
 
 
 
 

Preheat of LFPPS, 
slight evaporation 

of moisture 

 Submission of a 
drying agent of FPPS 
"top-down" 
• Slight heating of the 
drying agent  

 (t = 30°C) 
• Dilution under FPPS 
(Pd = 450 Pa) 
• Vibration action 
• Preferably vertical 
vibrations 
• The mechanical 
mixing of LFPPS 
• Cleaning of 
perforated surfaces of 
supply-drying agent 
selection 

 
 
 
 

Fluidization, 
destruction of 

cohesive-adhesive 
bonds 

Displacement of 
moisture from the 

deadlock, non-
connected BSC 

"top-down" 

Rope 
Rope 
Wr =(47- 44)% 

 
 
 

Two phase 
movement drip-air 

mixture  
"top-down" 

Capillary-butt 
(glands) 

Wcb=(44-38)% 

Capillary-butt 
(spot) 

Wcb =(38-24)% 

 
Reduction of 

hydrodynamic 
resistance, 

ability to 
aerovibroboiling 

 
Two-phase 

movement drip-air 
mixture  

"bottom-up" 

 
 
Intense convective 

drying in AVBL 

 Vibration performance, 
stable AVBL 
•Filing drying agent 
«bottom-up» 
• Heating drying agent 
(tda2 = 50°C) 
• Pre-heating of seeds 
(ts1 = 26°C) 

Surface film-drop 
Wsf =(24-15)% 

Inside physico-
chemical relation 
Wph ch =(15-10)% 

Note: LFPPS – layer of fresh-peeled pumpkin seeds; AVBL – aerovibroboiling layer. Highlight: vibration filtration, 

dewatering study method. 
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Under the influence of vibration and drying agent flow in the direction of "perforated bottom – a layer 

of seeds" created aerovibroboiling layer (AVBL), which can increase the temperature of the drying agent 

and significantly intensify the process of dehydration, which can be divided into two periods: the constant 

and the decreasing speed drying. 

In this article, we studied the kinetics of the second period of vibration filtration dehydration of FPPS 

within the humidity range 44 – 38%. 

Experimental studies were conducted using research and industrial design vibration dryers, 

developed and manufactured at the processes and equipment department for food processing industries 

named by Professor P.S. Bernik Vinnytsia, National Agrarian University, realizing vibration filtration 

dehydration and convective drying AVBL (Pravdjuk N. et al, 2011). 

To summarize the kinetics vibration filtration dehydration of FPPS in the second period we used the 

equation curve speed drying method proposed by A. Lykov, which has the form (Lykov A., 1968): 

 mWWK
d

dW



              (1) 

where:

  
d

dW
 – the moisture change over time (speed drying), %/s;  

W  – running material moisture, %; 

mW  – the equilibrium moisture content, %; 

К – drying rate (1/s), which is defined by the formula: NК   ; 

  – relative drying rate, %; 

N – drying speed in the first period, %/s. 

 

The integral form of equation (1) can be written: 




  )(

mcr

m crK
e

WW

WW
                           (2) 

Having logarithmic equation (2) we get: 

 cr
mcr

mln  













K

WW

WW
                   (3) 

To determine the drying coefficient K for the research of kinetics vibration filtration dehydration of  

FPPS in the second period we built graphical dependence:  cr
mcr

mln  













f

WW

WW
, (fig.1-4), which are 

linear. 

 

RESULTS 

Drying factor K is defined as the slope of the line to the vertical axis (fig. 1-4). The resulting figures are 

presented in table 2. The coefficient drying K is not a constant (the ratio increases with the vertical and 

horizontal components of vibration amplitude, with increasing temperature of the coolant and reducing the 

height of the material) (table 2). 

To determine the drying length in the first period (Tsurkan O. et al, 2015) we considered the graphical 

dependence of the critical drying time cr  and the speed of drying N in the first period (fig. 5), according to 

which such an evident relationship results: 

83,0Іcr

1,28

N
                       (4) 
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1 – Av/Ah = 2,4; n = 1,2 r/min.; 

2 – Av/Ah = 1; n = 1,2 r/min.; 

3 – Av/Ah = 0,4; n = 1,2 r/min.; 

4 – Av = 0; Ah = 0; n = 1,2 r/min.; 

5 – Av =0; Ah = 0; n = 0 r/min. 

 

 

 

 

 

 
Fig. 1 – Determination of FPPS drying K by vibration filtration dehydration at different ratio of vibration 

amplitude vertical and horizontal components under the following conditions:  

Aω
2
 = 55 m/s

2
; t = 30°C; Kd = 0,75; ΔP = 1250 Pa 

 

 

 

 

 

  1 – t = 50°C; 

  2 – t = 40°C; 

  3 – t = 30°C; 

  4 – t = 20°C. 

 

 

 

 

 

 

Fig. 2 – Determination of FPPS drying K by vibration filtration dehydration  

at different temperature of drying agent under the following conditions:  

Kd = 0,75; ΔP = 1250 Pa; n = 1,2 r/min.; Aω
2
 = 55 m/s

2
; Av/Ah = 2,4 

 

 

 

 

1 – Kd = 0,25; 

2 – Kd = 0,5; 

3 – Kd = 0,75; 

4 – Kd = 1,0. 

 

 

 

 

 

 

 

Fig. 3 – Determination of FPPS drying K by vibration filtration dehydration  

at different values of the drying chamber filling circuit Кd under the following conditions:  

t = 30°C; ΔP = 1250 Pa; n = 1,2 r/min.; Aω
2
 = 55 m/s

2
; Av/Ah = 2,4 
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1 – ΔP = 750 Pa; 

2 – ΔP = 1000 Pa; 

3 – ΔP = 1250 Pa; 

4 – ΔP = 1500 Pa; 

5 – ΔP = 1750 Pa. 

 

 

 

 

 

 

 
Fig. 4 – Determination of FPPS drying K by vibration filtration dehydration  

at different pressure drop under the following conditions: 

Aω
2
 = 55 m/s

2
, t = 30°C; Кd = 0,75; Av/Ah = 2,4 

 

 

 
 

Fig. 5 – Dependence of FPPS drying (N) in the first period on vibration filtration dehydration critical time 

 

The calculations built graphical dependence )(NfK   (fig. 6), which is defined as the relative rate of 

drying slope given in the equation: 

 NК                                                                 (5) 

Relative factor is drying  = 0,157%. 

Equation (2) is derived to calculate humidity depending on FPPS in time to test a range of parameters 

for the drying process of the second period: 

   
m

157,0
mcrІІ

cr WeWWW
N


 

                                              (6) 

Substituting (4) into the equation (6) we have: 

  m

1,28
157,0

mcrІІ

83,0

WeWWW N
N










 

                                         (7) 

The investigations make it possible to track mutual parameters of first and second periods of FPPS 

vibration-process filtration dehydration (fig. 6). 
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Fig. 6 – Dependence of drying K (the second period) on the rate  

of FPPS vibration filtration dehydration N (in the first period) 

 

 

The drying time in the first period was determined by the formula (4), and the second – in the equation 

(7) and it is the following: 




















mcr

m
ІІ ln

157,0

1

WW

WW

N
                                                            (8) 

The duration of FPPS vibration filtration dehydration investigated the changes range of the process 

parameters is: 




















mcr

m

83,0ІІІк ln
157,0

11,28

WW

WW

NN


                                          
(9) 

This shows that the drying depends on the speed of drying N in the first period, running, and moisture 

equilibrium on FPPS movement. 

 

Table 2 

 

Determining factors of drying, depending on changing technological parameters  

of FPPS vibration-filtration dehydration 

Process parameters 
First drying 

period 

Second 

drying period   

t, С Н, m 
h

V

А

А
 n, r/min N, %/s К, 1/s 

30 0.026 

2.4 1.2 0.0072 0.00207 

1 1.2 0.0053 0.00152 

0.4 1.2 0.00485 0.00112 

0 1.2 0.004 0.00087 

0 0 0.0029 0.00079 

30 

0.0075 

2.4 1.2 

0.0151 0.00275 

0.0175 0.0077 0.00178 

0.026 0.0059 0.0014 

0.03 0.0052 0.00095 

50 

0.026 2.4 1.2 

0.0085 0.00297 

40 0.0073 0.00138 

30 0.0059 0.00123 

20 0.0054 0.00113 

 

 

 

s
N

%
,

s
K

1
,
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Analysing the results of FPPS vibration filtration dehydration process of (table 2) we found that the 

increase in the ratio of vibration amplitude vertical and horizontal components of the drying 
h

V

А

А
 chamber 

from 0 to 2.4 by the simultaneous increase in rpm stirrer-cleaner n from 0 to 1.2 r/min. speed the drying 

process in the first period increases by 2.4 times. 

 

CONCLUSIONS 

1. We determined the type of relation between moisture and the material and the corresponding 

interval of FPPS moisture limits reasonably rational methods of dewatering and drying constructive scheme 

appropriate equipment. 

2. The increase of the process speed is limited by the maximum allowable temperature of FPPS 

heating (especially for sowing and pharmaceutical purposes), and fill coefficient of drying chamber volume is 

limited by compromise productivity values and specific energy equipment.  

3. We summarized kinetics vibration filtration dehydration of FPPS in the second period by the method 

proposed by A. Lykov. 

4. According to the research of kinetics vibration filtration dehydration of FPPS in the second period 

we built a tracker  cr
mcr

mln  













f

WW

WW
determined coefficient K and relative drying rate, which is  = 

0.157%. 
5. We defined the changes of drying coefficient K in key technical parameters of the process: drying 

coefficient K increases with the ratio of vibration amplitude vertical and horizontal components, with 

increasing temperature of the coolant and reducing the height of the FPPS material. 

6. We defined the dependence of calculating FPPS humidity in time to test the range change process 

parameters and the process of drying and its length depending on drying speed in the first period and 

running, and the moisture equilibrium on FPPS movement. 

7. We confirmed the feasibility process of intensifying FPPS vibration filtration dehydration by 

increasing the ratio of vibration amplitude vertical and horizontal components of the drying chamber (in case 

of increase in the ratio 
h

V

А

А
 of 0 to 2.4 by the simultaneous increase in rpm stirrer-cleaner n from 0 to 1.2 

r/min. speed the drying process in the first period increases by 2.4 times). 
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